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(57) Abstract: The invention relates to a heat exchanger, in particular for motor vehicles, for a first g^^^^^^^^^f^ ^"J \ 
s!Ld Sous flol medium. Said heat exchanger comprises a tube bundle containing a plurality of mbes, a first tube base and a 
e^nd abusing in addition to an inlet connection and an outlet connection for the gaseous medium. The tubes compnse 

LTends w^^^^^^ sealed by the tube bases and the housing is connected on one side to the tube bases, forming a coohng 

chamber for the liquid flow medium and on its end face to the inlet and outlet connections. 
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(57) Zusammenfassung: Die Erfindung betrifft einen WarmeUbertrager. insbesondere fUr Kraftfahrzeuge fUr ein elites gasfomuges 
Stiemungsmedium und ein zweites OUssiges Str6mungsniedium. mit einem eine Vielzahl von Rohren aufweisenden Rohrbmidel. 
einem ersten RohAoden und einem zweiten Rohrboden, einem Gehause sowie Ein- und Austrittsstutzen fiir das gasRJrmige Medium 
wobei die Rohie Rohrenden aufweisen. die in den RohrbOden gehalten und abgedichtet sind. und wobei das Gehause emensejts mit 
den RohrbSden zurBildung einer Kllhlkammer fllrdas flttssige Suamungsmedium und andererseits mit den Em- und Austnttssmtzen 
stimseitig verbunden ist. 



